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High Resolution High Technology
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High Resolution High Technology

HAT-59B13

4in1 Camera 1.3MP (AHD, TVI, CVI, Analog)

Signal System PAL/NTSC

SNR >58dB (AGC off)

Synchronous mode | Inter-Sync
Feature Day & Night ICR ( IR CUT)

Lens(mm Fixed HD Lens 3.6mm.
o 1/3"PAS5130+F8532(V20) Progressive Scan CMOS ( )

Lens Parameters M12 Lens
e Resolution 1280x960 . .

Iris Auto Iris

e IR Array LED 2 Pcs/IR Range 30M. IR LED Array 2 Pcs
o IP66 Waterproof Standard. IR Distance 30Mm.
IR Intensity Smart IR
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4 in 1 AHD/TVI/CVBS(960H)/CVI

Fixed HD Lens 3.6mm.

Aluminum. Shell

Specification &~

Model

Image Sensor
Pixels
Min. illumination

Shutter Speed

Lens

Image Resolution
Image Setting

Wide Dynamic Range
Digital Noise Reduction
BNC
Environmental

Operating Temperature
Operating Humidity

Storage Temperature

| Protection Level IP66
| Power Supply DC12V+10% /1A.
§ Power Consumption <5W.

Material
Product Dimensions

J Product Weight
#=—1 Bracket
\\J;..

HAT-59B13

1/4” OPAS5130+F8532(V20) CMOS Progressive Scan
1.3 Megapixel (1280x960P)

Color 0.01 Lux@(F1.2, AGC ON), 0 Lux with IR
B/W 0.001Lux@(F1.2, AGC ON), 0 Lux with IR

1/50s(1/60)~1/100,000s

1280x960

AGC, BLC, ATW ,LSC

2D-DNR, 3D-DNR

BNC Female outputx1 (1.0Vp-p at 75 Ohm.)

-10C~+60C
Less than 90% RH (No condition)

Aluminum.
188x92x80 mm.
580g.

Include bracket
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