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Specifica
Model Hmp-88520

Camera Sensor 1/2.7" CMOS sensor

Min.illumination Color:0.01Lux @(F1.2,AGC ON); 0 Lux with IR
B/W: 0.001 Lux @ (F1.2,AGC ON),0 Lux with IR

Shutter time 1/50(1/60)s. to 1/10,000s.

Lens HD lens 3.6mm@ F1.8 (6mm Optional)

Lens mount V12

Day&night IR cut filter with auto switch

Max image reolution 1920x1080 (2.0MP.)
Frame rate PAL:1080PMP25fps / NTSC:1080P@30fps
Setting Saturation, brightness and contrast are adjustable
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Compression

- 2.0M. 1/2.7" CMOS sensor H.265/H.264 HighProfile, JPEG snapshot

0.1Mbps~8Mbps

- HD 1080P Resolution, Image clear, Delicate 67112

- HD lens:3.6mm@F1.8 ( 6mm Optional) Network

Storage Network storage

Alarm Motion detection, video loss, video block, etc.

Protocol TCP/IP, HTTP, DHCP, DNS, DDNS, PPPoE, SMTP,
NTP, ARSP, UPNP, FTP, RTSP, Cloud, IPv4, IPv6

- Day/Night (Auto ICR)

- Auto electronic shutter time

- IR range: 24 LED 20m-30m Features anti-flicker,dual-stream,heartbeat,password protection
Interface

- Protection IP66 1*10/100Mbps Ethernet port, RJ45 port
Audio | 1 RCA

- Support DWDR, 3D DNR 1dio /0 i
General

- H.265/H.264 high profile Temperature -10C-+60C
Humidity 10%-90% RH
Power supply DC12V+-10%
IR range 24 LED “IR27:20-30 meters
Consumption MAX 3W.
Protection |IPG6
Weight Around 390g

Dimension 64.5mm.x148mm.
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