IR Camera

V’O hi-view

High Resolution High Technology

HV-117

1/3” SONY CCD sensor

420 TV line 0.2 Lux/F2.0 / IP68
LED 56 pcs. 0 Lux 25M IR On
Lens Fix 4,6,8mm. Day& Night
more than 50 dB,(AGC, BLC Auto)
Power DC 12 / 500mA
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HV-117
1/3" Sony CCD sensor
NTSC:15,734KHz(H), 60Hz(V);PAL: 15,625KHz(H),50Hz(V)
NTSC: 525 line 2:1 interlace PAL:625 lines 2:1 interlace
NTSC: 512(H) x 492(V); PAL:512(H) x 582(V)

N:1/60- 1/100,000sec (Auto);P:1/50-1/100,000sec (Auto)
420 TV lines
Auto white balance (2500 'K~9500 k)

Internal

0.2 Lux , 0 Lux at IR on / F2.0

Auto

More than 48dB (AGC off)
25 Meters (Based on: object of view reflected IR light)
High Light LED x 56 pcs

View angle: 70 ° Beam spread: 40 /per LED

850nm +- 25nm

More than 10,000 hours

6 mm Standard (4,6,8,12mm option)

IR on: 500mA, IR off: 80mA (DC 12V) -+ 5mA

DC 12V

Operating: -10 to 50 'C

Composite 1.0 Vp-p at 75 ohm
Aluminum with sunshield weatherproof

95(W) x 90(H) X 160(L) mm

0.450kg

www.azking.co.th



