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D9216HV DVR H.264

Model No. D9216HV
Video Compression H.264

FEATURES Video System NTSC / PAL

H.264 Compression Operation System Linux

Linux Operating System Input / Output Intercom BMNC 1ch live in(VGA Yes)

ADPCM Audio Compression Format Video BNC: 16-ch inputs / BNC 1-ch main Video out, 1ch HDMI out (Optional)
Audio BNC: 16-ch inputs / 2-ch outputs

Eupportsifemcis i veltiewtg Display Resolution NTSC: 704 x 480 / PAL: 704 x 576 (D1)

Multiple Record & Alam Modes Frame Rate NTSC: 480fps / PAL: 400fps

Remote Independent Operation Record  Resolution NTSC: 352 x 240 / PAL: 352 x 288 (CIF), D1 HD1 SELECTABLE

Intelligent Motion Trigger Recording Frame Rate NTSC: 480fps / PAL: 400fps (CIF)

Supports Event Schedule and Time Search Display Mode Single / Quad / Nine / SIXTEEN /Hex / PIP / S.E.Q.

Remote Alarm Motification via Email Images Recording Qualtty High / Normal / Low

_ o HDD Interface 2*SATA Fixed HDD  (DVD-RW Available)

Remote Mobile Phone Monitoring HDD Capability o* 2TBleach

Supports USE Mouse Operation Playback Search Time & Date / Event List

Support up to 2x 2TB SATA HDDs Playback Mode Normal / Rewind / Forward / Manual

Supports Hiding & Switching Channels Alarm Mode Motion Detection / Sensor Triggered / Loss Video / HDD Full or Error

Auto Recovery After Power Reconnected Sensor & Alarm 16-ch Sensor Inputs / 1-ch Alarm Output
USB 2.0 USB Thumb Drive Backup or Upgrade / Mouse / Removable HDD
PTZ Interface Built-in RS-485 Port

PTZ Control
Network Interface
Network Protocol
MNetwork Function
Mobile Software
Mobile Function
Backup

Working Temperature

Working Humidity
Control

Power Supply
Dimension

PELCO-P / PELCO-D Protocol, Local / PC / Mobile Phone Control
RJ-45 10M/100M

TCP/IP, UDP, SMTP, DHCP, DNNS, PPPoE

IE Viewer / Live Monitoring / DVR Setting / Mobile & Email Function
Symbian / Windows Mobile/ Blackberry / iPhone / Android

1 Channel Viewer / Channel Switch / Control PTZ

Flash Disk / Removable HDD / USB/SATA CD/DVD/RW, Network
10°C - +40°C

10% - 90%

IR Remote / Mouse Included

DC12V / 5A

1U standard




