Hi-7290
swuaInuMW PAL/NTSC
Us:@@nsmwmsiianowa 720(H) x 480(V)
msUs:uoawadruniruavmnoa DIS DSP
uLAOLIBUIBOSSUNW 1/4” DIS
AowAluILoFD NTSC:60Hz PAL.50Hz

dnmss:uURnsou Internal Synchronizing system

Interlace 2:1 interlace

AOAIBENUODMIL 700 TV Lines

msilusSunao H aperture V aperture

Saloidriume 1.0v(p-p) (75 ohms, composite)
nuFAoaYnUITUSUNOU More than 52 dB (AGC off)
AOIASIDUOOIATURT 0.01 Lux (F1.20), 0 lux with IR

dunangoduno Auto

MSASUALFNFT Auto

MSBAILEIAODUNED Auto

INSUL 0.45

swuulRoRIUIR (AE) system Auto electronic iris:1/50(1/60) - 1/100,000 sec
s:ielosadidnnsolng 2 Lux to 100,000 Lux - (F 1.2)
(incandescent lighting) 2.7 Lux to 130,000 Lux --- (F1.4)
amuwionaow

qrunqﬁﬁ’lﬁTumu Temperature: -10 C to +50 C, Humidity: within 80% RH
grundehnsuinusnE Temperature: -20 C to +70 C, Humidity: within 70% RH
1aud (mm) 3.6 mm

Diuouraonsuuhisn 24 pieces

Day&Night ICR

s::uLhisn 20M

UPONEOD Managed Cable Bracket
nasimumsUooriungon IP66

Twiden DC12V

duoonaov White

UAUOONEOD C 50 X 185

undn (o) 500g




