
HI-16DG
Standalone DVR

• áµ‹ÅÐª‹Í§ÃÍ§ÃÑº¡ÒÃºÑ¹·Ö¡áºº 4CIF  áÅÐºÑ¹·Ö¡àÃÕÂÅä·Á� CIF 
   • Dual stream
• àÍÒ·�¾Ø· VGA áÅÐ CVBS ¾ÃŒÍÁ¡Ñ¹
• 2 SATA ÍÔ¹àµÍÃ�à¿«
• àÅ‹¹ÂŒÍ¹¡ÅÑº 16 ª‹Í§¾ÃŒÍÁ¡Ñ¹

Key Features

 

DS-7216HVI-ST

ÇÔ´ÕâÍ/ÍÍ´ÔâÍ ÍÔ¹¾Øµ

ÃÒÂÅÐàÍÕÂ´ :

ÇÔ´ÕâÍÍÔ¹¾Øµ

ÇÔ´ÕâÍÍÔ¹¾Øµ

Main/Spot ÇÔ´ÕâÍàÍÒµ�¾Øµ

ÍÍ´ÔâÍÍÔ¹¾Øµ

äÅ¹�ÍÔ¹¾Øµ

àª×èÍÁµ‹Í VGA

àª×èÍÁµ‹Í USB

àª×èÍÁµ‹Íä¿àÅÕéÂ§ 12VDC

ä¿àÅÕéÂ§

ÍÐÅÒÃ�ÁÍÔ¹¾Øµ,ÍÅÒÃ�ÁàÍÒµ�¾Øµ

àª×èÍÁµ‹Í RS-485

àª×èÍÁµ‹Í RS-232 Serial

ÍÍ´ÔâÍàÍÒµ�¾Øµ

VGA ÍÔ¹¾Øµ
¤ÇÒÁÅÐàÍÕÂ´¢Í§¡ÒÃºÑ¹·Ö¡

¤‹Ò¤ÇÒÁÅÐàÍÕÂ´

àÅ‹¹ÂŒÍ¹¡ÅÑº¾ÃŒÍÁ¡Ñ¹ä´Œ

¤ÇÒÁÅÐàÍÕÂ´

ÍÔ¹¾ØµàÊÕÂ§¾Ù´

¡ÒÃºÕºÍÑ´ÇÔ´ÕâÍ

ª‹Í§àÊÕÂºÍÔ¹¾ØµÍÍ´ÔâÍ
ÍÍ´ÔâÍÍÔ¹¾Øµ

ÇÔ´ÕÔâÍàÍÒµ�¾Øµ

ÍÍ´ÔâÍàÍÒµ�¾Øµ
»ÃÐàÀ·¢Í§ÍÔ¹àµÍÃ�à¿« ÍÔ¹àµÍÃ�à¿« áµ‹ÅÐÍÔ¹àµÍÃ�à¿ªÊ¹Ñ¹Ê¹Ø¹¤ÇÒÁ¨Ø¶Ö§ 2 TB

ÍÔ¹àµÍÃ�à¿«à¤Ã×Í¢‹ÒÂ
 Serial ÍÔ¹àµÍÃ�à¿« 
USB ÍÔ¹àµÍÃ�à¿« 

ÇÔ´ÕÔâÍÅÙ»àÍÒµ�¾Øµ

ÍÑµÃÒà¿ÃÁ

¤ÇÒÁ¨Ø ÍÑ¾¤ÇÒÁ¨Øä´Œ¶Ö§ 4 TB

ÍÑµÃÒÇÔ´ÕâÍºÔµ

ª‹Í§àÊÕÂºÍÔ¹¾ØµÇÔ´ÕâÍ
¡ÒÃºÕºÍÑ´ÍÍ´ÔâÍ

ÇÔ´ÕâÍ/ÍÍ´ÔâÍ àÍÒµ�¾Øµ

 H.264
16-ch
BNC (1.0Vp-p, 75Ω), PAL/NTSC adaptive
G.711

 4 -ch
RCA (2Vp-p, 1kΩ)

 1-ch RCA (2Vp-p, 1KΩ), independent
PAL: 704x576; NTSC: 704x480
1,                   : 1024x768/60Hz
4CIF/CIF/QCIF
16-ch
2-ch, BNC (1.0Vp-p, 75Ω)
optional
4CIF: 6fps;
CIF/QCIF: 25fps(P)/30fps(N);
32Kbps~2048Kbps, or user-defi ned (Max.3072Kbps)
1-ch, RCA connector (Linear, 1kΩ)

ÎÒÃ�´´ÔÊ¡�ä´ÃàÇÍÃ�

ÍÔ¹àµÍÃ�à¿ªÀÒÂ¹Í¡
ÍÐÅÒÃ�ÁÍÔ¹¾Øµ
ÍÐÅÒÃ�ÁàÍÒµ�¾Øµ

·Ó§Ò¹·ÕèÍØ³ËÀÙÁÔ

ä¿àÅÕéÂ§

·Ó§Ò¹·Õè¤ÇÒÁª×é¹

¢¹Ò´
¹éÓË¹Ñ¡ (äÁ‹ÃÇÁÎÒÃ�´´ÔÊ¡�)

Í×è¹æ

2 SATA

1 RJ45 10M/100M adaptive Ethernet Interface
1 RS-232 interface; 1 RS-485 interface
2, USB2.0
16-ch
4-ch
12V DC

Consumption 15W (without HDD or DVD-R/W)
-10°C~+55°C (14°F~131°F)
10%~90%

Chassis 19” standard 1.5U chassis
440(W)×70(H)×390(D)mm (17.32"(W)×2.76"(H)×15.35"(D))
≤8000g (17.64lbs)

High Resolution High Technology
Standalone DVR
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