TRICCDICOIORIDOMEICamera

High Resolution High Technology

FEATURES

- IR CCD Color Dome Camera
-1/3”SONY CCDCOLOR
-420TVL 0.5 Luxlo_!__., M -

SPECIFICATION HV-1101 r

Model HV-1101

Item IR Color DOME Camera
Scanning System NTSC : 525 line 60 fieldes PAL : 625 line 50 fieldes
Image Sensor 1/3” SONY COLOR CCD SENSOR INTERLINE
Total Pixels NTSC :811(H)x508(V) PAL : 795(H)x 596(V)
Effective Piexels (HxV) 752 x 582(PAL) , 768 x 494(NTSC)
Synchronizing system 2 : 1 Internal
Resolution 420 Lines
Lens Vari focal Lens ,3.5mm-8mm
board Len4.3,6,8,12, 16mm
Minimum lllumination 0.5 Lux/F2.0 / 0 Lux with IR On
Electronic Shutter Auto 1/50-1/100,000 sec(PAL) , 1/60-1/100,000(NTSC)
S/N Ration 48dB
IR Distance 15M (28psc IR LED)
IR Trigger 3.1 Lux/3.7 Lux IR ON/OFF
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Power Supply DC 12V
Consumed Current 510mA , MAX
Operation Temperature -10-+50 C (14to 122 F)
Storage Temperature -20-+70C (-4to 158 F)
Dimension 82.5 mm x 119mm




