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SPECIFICATION HV-705Q

Pick up device

1/3" interline transfer CCD

Total Pixels

NTSC:811(H)x508(V) Ipal:795(H)x596(v)

Effective Pixels NTSC:768(H)x494(V) PAL:752(H)x582(V)
Rosolution With 530 TV lines
Sync.System 2:1 Internal

Dimension Scanning System

NTSC:525 Lines/60Fields; PAL:625Lines/50Fields

S/N Ratio

More than 48dB (AGC OFF)

Electronic Shutter

Auto 1/60(1/50)~1/100,000 sec.

Min. lllumination

0.5lux color/F2.0

Video Output

Composite 1.0 Vp-p/75 ohm

IR Distance More than 40M (40pcs IR LED)
IR Trigger 3.1lux/3.7lux IR ON/OFF
Lens Type Vari Focal Lens (optional)
ol Standard:6-12mm/F1.4. Optioanl:4-9mm/F1.5;9-22mm/F1.6
¢ g_’;’%-% DC Power Source DC12V
lpm‘u" méi Power Consumption 6.5W(Max)
NG Current 540mA(Max)
2780 Weight N.W/G.W: 0.72kg/0.9kg
o Dimension 76(W)x83(H)x139.7(D)mm
: L Operation Temperatur -10to 50 | (1410 122 [ )
| Storage Temperature 20to 700 (-4 to 158 [])
1307 ' Certification CE/FCC
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