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High Resolution High Technology.

HV-IR02

AEUAUR

[Buisessumuw 1/3” SONY&SHARP CCD
AoWa:dan 450 TV line, Lux 0.1/F2.0 AGC ON,

ginalulad AWB, BLC, AGC, laud Fixed 3.6mm,
nusodryryirusunoulAuingo 48 dB, Twidav DC
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SWaIBUOaUFN :
su HV-IR02 e
IBulsoSSUNMW 1/3" SONY&SHARP CCD |
AoWAMSAINUNIW NTSC: 15,734KHz(H),60Hz(V) PAL: 15,625KHz(H),60Hz(V)
ssuumsainumuw NTSC: 525 line; 2:1 inlerlace PAL: 625 line; 2:1 inlerlace
Uds:@nsmuwuwnisa NTSC: 1020 x 508 pixels; PAL: 1020 x 596 pixels
Brinosdiannsotnd NTSC: 1/60 - 1/100,000 sec(Auto)

PAL: 1/50 - 1/100,000 sec(Auto)

AOIUAIDENUODMW 450 TV Lines
aunanaoduno Auto white balance (2500 'K~9500 K)
MSYNMSS:UU Internal
mMMSSUMWIIJidnavdod 0.1 Lux / F2.0 (1/3”)
duINosIsh 2:1 Interlace
msBAIBEIa0 Auto
nuMoaNYJITUSUNOU More than 48dB AGC Off
BRIBsdilaouod YES
NSV 0.45
laud Fixed Lens 3.6mm
WaLOUATS 120mA +- 5mA
Twidew 12V DC +- 10%
OnURNTNIZS:AS100U -10°C to 50°C
dnlo 1IBrwWmA Composite 1.0 Vp-p at 75 Ohm
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