&hi-view

High Resolution High Technology

Hi-7114

| Main Feature

IBuisossumw 1/3” Sony CCD Sensor,
poWaidguevmw 700 TV line, Lux 0.1/F2.0,
laud Board Lens(3.6 Option), InAlulad AWB,
BLC, AGC, nusiedrynirusunaulawinio 48 dB

Twiday DC12V.

Specification

AOUAISENUOVDMW 700 TV Lines

aumnainaoduo Auto white balance (2500 'K~9500 'K)
MSYAMSS:UU Internal

mMMssSuMuIdidnaouod 0.1 Lux / F2.0

MSBAIBEIED Auto

NUADATYTYITUSUNDU More than 48dB AGC off
BRIBglaouod Yes

NS 0.45

laud Board Lens (3.6mm Option)
wavvUN oI5 120mA +-5mA

Twigew DC 12 V

QrunND Operating: -10 to 50 'C

Snlo IErwWmA Composite 1.0 Vp-p at 75 ohm
9an Aluminium

uumn 57(W) x 47(H) x 93(L)mm
LAt 230 G
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- su Hi-7114 i
IBuisoSSUNMW 1/3" Sony CCD Sensor |
AoWAMSaInU NTSC: 15,734KHz(H), 60Hz(V); PAL: 15,625KHz(H),50Hz(V)
s:uumsdinu NTSC: 525 line 2:1 interlace  PAL:625 lines 2:1 interlace
Us:ansmuwuwnisa NTSC: 1020x 08; PAL: 1020x596
Bhinosdiannsolnd N:1/60- 1/100,000 sec (Auto); PAL:1/50-1/100,000sec (Auto)



