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HI-662DN

Features

1/3" SONY SuperHAD Il CCD, 600 TVL
0.008Lux Fixed Lens 3.6mm, ATW, Day/Night,
BLC, Auto IRIS Control, Manual Focus, More
than 48dB, Power DC9.6-16V 80 mA

Hi-662DN-600

600 TV Line

0.008Lux

1/3" SONY SuperHAD Il CCD

PAL/NTSC

INT

2:1 Interlace

PAL: 15,625Hz/50Hz; NTSC: 15,734Hz/59.94Hz
PAL: 752 x 582/440K; NTSC: 768 x 492/380K
PAL: 795 x 596/470K; NTSC: 811 x 508/410K
5.59 x 4.68 mm

PAL: 6.50 x 6.25 um; NTSC: 6.35 x 7.40 pm
More than 48dB

Built in

Built in

ATW (Color Temperature Range:2,500k ~ 9,500k)
Auto: 1/50(1/60) ~ 100,000 Sec

Auto

0.45

Electronic Auto IRIS

Manual

M12

DC9.6 ~ 16V

80mA

-10°C ~+ 50°C

-30°C ~+ 80°C

30% ~ 90%RH
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Standard BNC

P128 x 95 mm (3-Axis)

240.0

Manaul, Accessory

128mm
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