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Main Feature

m 1/3” 760H CCD Sensor,Effio-E System, 0.05Lux

B Horizontal Resolution 560 TV Line

B Wide Dynamic Range, OSD Menu, White Balance, BLC/HBLC
m Digital noise Reduction, IR Cut filter

B More than 52 dB, DC 12V

= Specification

Standard Camera Series

Pic Up Device 1/3” 760H CCD Sensor, Effio-E System
Stystem NTSC PAL
Picture Element H*V 768x494 752x582
Horizontal Resolution 560 TV Line

Scanning System 2:1 Interlace

Sensitivity

760H: 0.05 Lux

S/ N Ratio
Wide Dynamic Range

More Than 52 dB (AGC off)
Digital WDR (Luminance / Contrast Level Ajust)

Gamme Correction
Menu

OSD Language

0.45
OSD Menu

English / Japanese / German / French / Russia / Protuguses / Spanish / Simplifield Chinese

Camera ID

Synchirization

Title (LOCATION)

internal or Line Lock (option)

Electronic Shutter

Gain Control

Manual Shutter (1/50 or 1/60) ~ 1/100000
0.25/0.5/0.75/1.0

White Balance

ANTI CR/ MANUAL / PUSH LOCK / ATW / PUSH / USER1 / USER2

Backlight compensation BLC /HLC /OFF
Digital Noise Reduction Y/CY /C/OFF (Y/C Level Adjust)
Day & Night Mode AUTO / COLOR / B&W

Privacy Mask

Motion Detection

4 Zone (Transp / Mosaic ON/OFF)
ON/OFF (4 Zones)

Lens

CS Mount Lens

Automatic IRIS
IR Cut Filter Change

DC IRIS Jack
IR Cut Removable Filter (Option)

Video Output

1 Vpp, 750hms

Power Supply

Power Consumption

DC 12V or AC24V or Dual Voltage (Option)
130nmA at DC12, 1.8W at AC24V

Storage Temperature

Operating Temperature

-30 To + 60 °C
-10To + 50 °C
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