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Feature
- 1/3” Aptina AR0130 CMOS Sensor

- H.264 Video Compression / 1280x960 (960P)

- Fixed Iris HD Lens 3.6mm.

- IR Array 2 Pcs./ IR Distance 50-60 Meters.

- Day&Night (IR CUT)

- Audio input (one way audio)

- Cloud P2P / Support Hiview DDNS Xmeye, VMS, CMS, IPv6
- Protection Level IP67

- Power Input DC12V+-10% (None POE)
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Mode

Image Sensor
Main CPU

Resolution

Min. lllumination

Day&Night
Shutter Speed
S/N Ratio

Image Setting

Lens Type

IR Type

IR Distance

IR Intensity

Video Compression
Video System
Video Stream Type
Video Bitrate Type
Audio Compression
Alarm Detection
Alarm Triggering

Network Protocol

User Interface
Ethernet Port
Audio Input

Power input
Working Temperature
Working Humidity
Protection Level
Power Input

Power Consumption
Case Material

Vir t

Ji.aension

Hmp-88A13

1/3” Aptina AR0130 Progressive Scan CMOS
Hisilicon HI3518C
1280x960 (960P)

Color : 0.01 Lux@(F1.2, AGC ON); 0 Lux with IR ON
B/W : 0.001Lux@(F1.2, AGC ON); 0 Lux with IR ON

Support IR CUT (Auto, Color, B/W)
1/50(1/60)s to 1/10,000s

52dB. (AGC Off)

Exposure setting , Shutter setting, AGC, DWDR, BLC, ATW

Defogging, Mirror, Flip, Anti-Filcker, IR Swap, Image Ratio,
Privacy Support Color adjust (Color, B/W mode)

HD Lens 3.6mm. / M12

IR Array 2 Pecs.

50-60M.

Support IR-SMART

H.264 (High Profile/ Main Profile/Baseline), JPEG Snapshot
PAL/NTSC

Dual Stream

VBR/CBR

G.711a

Motion Detection,Video Blind, Video loss, Abnormal
E-mail Snapshot, Record, FTP, Mobile reported, Wihte log PTZ Activation

TCP/IP, HTTP, DHCP, DNS, DDNS, PPPoE, SMTP, NTP,ARSP
Email, UPNP, FTP,RTSP,Cloud, IPv4, IPv6

IE, VMS, CMS Support App smart mobile (Xmeye)
1 x RJ45 (10/100Mbps Ethernet Port)
1 x RCA

1 x DC Jack power input

-10C~+60C

10%~90% RH

IP67

DC12V+-10% (None POE)

Max. 7W.

Aluminum

3

105.0%0+.5.91.Lmm.




