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NVR Spec

HW-3308Kit13 (X1)

Menu GUI language Thai, English, Chinese and more
Video Compression Standard H.264 High profile
Video Input 8Ch

Resolution 960P

Video System PAL/NTSC

Live View

Split Screen

HDMI resolution output

1, 4, 6, 8 , 9 layout
1080P@60Hz, 1080P@50Hz, 1440x900
1366x768, 1280x1024, 1024x768

Auto Switch Support (1,4 View)

T
S hi-view

H.265 NETWORK VIDEQO RECORDER

Feature

OSD Alpha
E-Zoom

Color Adjust
Recording
Over Write
Record Plan
Main Stream
Sub Stream
Bitrate Control
Auto Bitrate
Image Quiality Control
Playback

Support
Support live view/playback mode
Support

Support (Auto/Custom)
Time, Motion, Manual
1280x960@15fps
640x360@15fps
VBR/CBR

Support

Adjustable

Local Playback layout x1, x4 layout

NVR 8Ch Standard H.264 / 960P Serach Mode TII‘I‘I.E, motion, manual, alarm
Back Up U-Disk (AVI format)

GUI language Thai, English, Chinese and more Network

TCP/IP, PPPoE, DHCP, DNS, DDNS, NTP
3G, FTP, Email

Hiview, Dyndns, 3322, Change ip, NO-IP
Oray, NVR163

Wi-Fi 802.11b/g/n

i0S/Android ( Ip pro)

- Auto Switch / 0SD Alpha / E-Zoom Support Protocol
- Main Stream 1280x960@15fps
- Sub' Stream 640x360@151ps

DDNS Provider

- Local Playback layout x1, x4 layout Wireless Standard
_ Application

bdCKRUDRUDISkY(AVIRiormat) User Interface Browers (IE), CMS, App
- DDNS Hiview.org Onvif Support Onvif 2.4

- Wireless Standard Wi-Fi 802.11b/g/n Network Diagnose Info Support

Wi-Fi Channnel Setup Support (Others, 1-13)
Alarm
Buzzer
System Alarm

- Application i0S/Android (Ip pro)
- Onvif Support Onvif 2.4

- HDD SATA x1 (Max. 6Th.)

- Power DC12V/3A

support
HDD error, Insufficient disk space

Network loss, IP conflict, Recodr error

Buzzer, Email notice (Max. 2 receiver) App notice

Alarm Triggering
Interfaces
HDMI

x1 (Max.1080P)

VGA xT

SATA x1 (Max. 6Th.)

USB 2.0 X2

Wi-Fi Antena X2

RJ45 x1 (Speed 100Mbps.)

<)

IP. PRO3! hiview, wifi

Buzzer
Environmental

Operating Temperature -10C~+55C
Operating Humidity 10%-90%RH

x1 (Build-in)

ALTH (]
Power Consumption <SW.
Mechanic
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Case Material Metal case
Dimension 298x210x42mm.
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Feature
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1/2.7" CMOS Sensor / 960P(1280x960)

Main 1280x960, 1280x720, 960x576, 702x576

Sub 640x360, 352x288
Focal Length 4mm.

Auto Electric Iris

IR Array 4 Pcs. / 20-30M.
IR Smart / IR CUT Support
RJ45 x1 (Speed 100Mbps)
Ingress Protection IP66

Power DC Jack 12V/1A. +-10%

N I-View
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IP Camera
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Model

Video

Profile
Stream Type
Resolution

Fame Rate
Bitrate
Image Setup

Scene Mode
Scene Style
WDR

3DNR
Privacy Mask
OSD Setup
S/N Ratio

Focal Length
Mount Type
Auto Iris

Day&Night
IR LED

IR Distance
IR Intensive
IR CUT
Network

Network Protocol
User Interface

Wi-Fi Mode
Upgrading
Electrical

Power Frequency

Bit Rate Control

WiFi IP Camera Specification

—

HW-33B13ST (X8)

Image Sensor 1/2.7" CMOS Sensor progressive scan
Pixels 960P (1280x960)

90Hz, 60Hz

High, main, baseline

Dual stream (Main, sub)

Main 1280x960, 1280x720, 960x576, 702x576
Sub 640x360, 352x288

CBR / VBR

Max. 25fps (Recommend 121fps)

Max. 2048Kbps. (Recommend)

Contrast, brightness, saturation, Hue, Sharpen,
Flip, Miror

Auto, indoor, outdoor

Standard, bright, gorgeous

support

support

support (Max. 4 Areas)

support

>39.1dB.

4mm.
M12
Auto Electric Iris

Auto, Day, B/W

IR Array 4 Pcs.

20-30M.

support IR Smart (Level adjustment)
Support IR CUT

IPv4, DNS,UPNP, DDNS, PPPoE, NTP, HTTP
Support IE, CMS

Station mode, repeater mode, accesspoint mode
Support via IE, NVR

Environmental
Operating Temperature
StorageTemperature
Lighting Protection
Ingress Protection
Hardware Interface

-10C~+50C 30%~80% RH
-20C~+60C 20%-~90% RH
Standard IEC61000-4-35
IP66

Video Output RJ45 x1 (Speed 100Mbps)
Power Input DC Jack power input x1

- Machanical

Case Material
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Dimension

Aluminum bullet Build-in Bracket
900g.
66x180mm.




