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Build-in WIFI module with high-perfomance
Automatically connection betaween NVR and IPC
Video preview/recording/playback/backup
Auto reboot

Wi-Fi channel set up

PC online remote, CMS

Web online www.e-seenet.com

Free DDNS hiview.org

log

User management

Upgrade system

IPC Maintenance

Fast Network

Application
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Local Display

Split Screen
E-Zoom

Ch Color Adjust
Ch IR-CUT Mode
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Playback (Local Monitor)
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Max. Internal
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Hisilicon Hi3536D

Embedded Linux

Supported

Supported (Export/Import)

Supported (USB/Network)

Supported (Server hiview)

Supported (Upgrade from IPC from NVR)
Supported

App, IE, CMS

English, Thai Etc.

1024x768, 1280x1024, 1366x768, 1440x900
1080P@50Hz, 1080P@60HZ"

Supported 2-10secs, skip loss

Supported

Supported

Supported

Supported

4 channel

1080P

H.265 / H.264

Match code, auto add,
Supported

nspan

1 x HDMI, 1 x VGA, simultaneously output
different content

x1, x4

Supported

Supported

Supported (EXT, color, B/W , full color)

AunLa:iau

Date and time (Calendar) / Event

4 x 1080p

Fast forward max 32/pause/stop/E-zoom
AVI (local), MP4 (IE)

HDDs 1 x 2.5” HDD
Max. 6TB
Auto delete old file, HDD info

Dual stream

VBR/CBR

Main 1920x1080, 1280x960, 1280x720,
960x576, 720x575

Sub 640x360"
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ua Time schedule, motion, manual record
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msuufindeyadnisn | Supported

Alarm Events Motion detection

s:uuIfBuNy HDDS not found, disk error, insuffcient disk space,

network disconnnected, IP address conflict,
record error

System Alarm Triggers| Alarm, buzzer, email notice, app alarm
Hework

iwim3sna luslnnoa TCP/IPv4, NTP, DHCP, P2P, DNS, HTTP, DDNS,
PPPoE, 3G, SMTP, ONVIF

Hiview DDNS us Supported

NVR Wi-Ei Kit 4ch H.265 / H.264, Eull HD |wet Diagnose Function | Supported
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na1dn P2P Supported (www.e-seenet.com)
- Support Build-in WIFI module with high-perfomance weUwaiAGuiieie Supportedhiviwwifi, IPpro3
- Support Automatically connection betaween NVR and IPC CMS Supported EseeCloud
- Support Video preview/recording/playback/backup ivrsuinSedneagusomSo | Supported
- Support Auto rehoot _
- Support Wi-Fi channel set up umsgu Wi-Fi 802.11b/g/n

- Support PC online remote, CMS s:8: Wi-Fi 700M Open area (depend on installation

4 envireonment)
- Support Web online www.e-seenet.com

100S6U Wi-Fi T8188H
- Support Free DDNS hiview.org dovdrynyany Wi-Fi 113, Others
- Support log Wi-Fi Regiaon FCC, EU, MKK
- Support User management num Repeater Supported
- Support Upgrade system HW-E4 Supported
- Support IPC Maintenance m
- Support Fast Network disosiin x1 (10/100 Mbps network port, RJ45 interface)
HDMI 197%iWn x1 (up to 1920 x 1080@60Hz)
VGA 1970iun x1
wasadaNA Wi-Fi| x2
WwI19s suwm x1 (DC Jack)
USB 2.0 x2
HDD SATA x1

Fouondeu

grungidfumsritou | -10C ~ 55C / 14F ~ 13TF
powBulunsrinoau | 10% ~ 90%

IwI109s 12VDC/3A

mslBwaovou <5W (HDD not included)
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Mechanical
258x210x42mm.
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IP Camera

W’SL”RVQLANCE SYST?JI |

@F Hom @& P2P

-

- 1/2.9” Image CMOS Sensor

- Resolution 1080P

- Frame rate 15fps

- H.265 / H.264 video compression

- Fixed lens 4.0mm

- IR Array 4 Pcs./IR Distane 20-30M.
- Day&Night (IR CUT)

- Wifi antenna (802.11b/g/n)

- Onvif, WDR, IP66, Motion detect

- Power supply DC12V/1A

- Support Cloud P2P

- Support HW-E4

- Support Web online www.e-seenet.com
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Wide Dynamic Range
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Gain Control

Backlight Compensation
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Mount Type
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IR-CUT
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Privacy Mask
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Application Programming

Tnunl$ane

uImsgu Wi-Fi
s:g: Wi-Fi
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Wi-Fi
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Mounting Bracket

HW-33

1/2.9” CMOS progressive scan
Hisilicon HI3516EV100

2MP

Color 0.1 Lux

B/W 0.01 Lux

Support (Day&Night) auto switch
Digital WDR (Auto )

Auto

Auto

WDR / BLC

Contrast, brightness, saturation, hue, shapen
Support

M12
4mm.

IR LED Array 4 pcs.

20-30M.

Smart IR

Support (IR led mode, light mode, smartmode, daylight, night)

H.265/H.264

PAL(50Hz)/NTS(Hz)

Supported

Main stream: 1920x1080/1280x960/1280x720/960x576/720x576
Secondary stream: 640x360/352x288

Main 1920x1080@15fps/1024Kbps.

Sub 640x360@15fps/256Kbps.

VBR / CBR

Supported

TCP/IP, IPv4, UPNP, HTTP, DNS, DDNS, NTP, DHCP
Support (www.e-seenet.com)

CMS EseeCloud, IPPro3, hiviewwifi, 1E11

ONVIF

Access point/station mode/repeater

802.11b/g/n

700M Open area (depend on installation envireonment)
Supported

Supported

Supported
Supported

RJ45 x1 (10/100/Mbps) Water-proof
DC Jack x1 (12VDC)
x1

qmwgﬂ!umsrﬁmu -10C ~ +50C

Less than 80% (no condensation)
IP66

12V DC +- 10% (1A)
<6W.

66x180mm.
White metal bullet case




