HI-5110V
3.7-12mm IR

IR VANDAL DOME CAMERA
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FEATURES
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Night Day Night

Color mode
IR cut filter ON

Lux

Time >

Day & Night Switching with ICR

SPECIFICATIONS

sHaaum HV-5110V

gunsnisumu 1/3 CCD Sensor

JuIalinasou NTSC : 510 X 492 PAL : 500 X 582 (Med-res.)
NTSC : 510 X 492 PAL : 500 X 582 (Med-res.)

ADIUDASYNUIUNUDUDU NTSC : 15.734 KHz, PAL : 15.625 KHz

ADIUDASYNUIUNUDGD NTSC : 59.94 KHz, PAL : 50 KHz

MSIHIIKO:

Internal / DC Type

ADIUAzI3YANIVIUDUDU

540 TVL

MSPQIBYIFILUKAD

On / Off Switchable

msIumuwiuudidnnsatnd

On / Off Switchable,
Range: 1/50(1/60) ~ 1 / 100,000 Sec.

INUTINISADUAL AUTO

tfaud 3.7 ~ 12mm Auto IRIS Vari-Focal Day& Night Lens
LED 12 Unit 850nM Infrared LED, 10,000 hrs
s:g:MoyovNaduLIsa 12 was

Gamma Correction 0.45

NUCDFYYIUSUNOU More than 48 dB (AGC off)
3alo 1dua 1 Vp-p, 75 Ohms

Tuidso DC 12V

haooiundools 300mA
urnlumsIiusny -10°C ~ +45 °C
9runnUlun=Upuams -10°C ~ +45 °C

Jua 137 X 97 mm

thrtin 700 nsu

SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE




