-~V ®
ghl-wew Dome Camera Series

High Resolution High Technology

HI-662DN

Features

1/3" SONY SuperHAD Il CCD
600 TVL 0.008Lax Lens 3.6mm
DC9.6-16V 80 mA

Shi-view

Hi-662DN-600

600TVL

0.008 Lux

1/3" SONY SuperHAD Il CCD

PAL/NTSC

128mm

INT

2:1 Interlace

Shiview PAL:15625Hz/50Hz; NTSC:15734Hz/59.94Hz

PAL:752x582/440K; NTSC:768x492/380K

wuwgs

PAL:795x596/470K; NTSC:811x508/410K

5.59%4.68mm

PAL:6.50%6.25um; NTSC:6.35%7.40um

Move than 48dB

Built in

Built in

ATW (Color Temperature Range: 2,500K~9,500K)

Auto: 1/50(1/60)~100,000 Sec

wwigz |

Auto

/O]

0.45

O

Electronic Auto IRIS

Manual

M12

3.6mm Fix IRIS Lens

DC9.6~16V

80 mA

-10°C~+50°C

-30°C~+80°C

30% ~ 90%RH

1.0Vp-p 75 Q

Standard BNC

D128 x 95 mm (3-Axis)

240.0

Manual, Accessory

@ Design and specifications are subject to change without notice.




