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© HL-SP5422 Economic High Speed Dome Camera
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Model

Sensor

Horzontal Resolution
Effective Pixel
Electric Shutter

HL-SP5422

1/4 inch Sony Exview HAD CCD
540 TVL

Approx. 470,000 Pixel
1/50-1/90000s

Focus Length f=3.3-73mm

Optical Zoom 22x

Digital Zoom 12x

Minimum llimination 0.001Lux-0.00005Lux
Auto Gain Control No/Off

Privacy Zone Masking

8 Masks per view

Pattem Tour 4 groups, each one with 180s memory
3D Location Support
OSD Menu Support
Guard Location Guard linkage preset position, scan, cruising
Protocol Self-Adaption Support
Control Method RS-485
Protocol TIANDY. PELCO-P. PELCO-D
Baud Rate 2400/4800/9600BPS
Dome Parameters
Power Supply AC24V+10%
Power Indoor: 10W OQutdoor: 25W
Manual Speed 0.05°~600°
Preset Position Speed 600°/s
Preset Accuracy +0.1°
Pan Rotation 360°
Title Rotation -8°~90°
Preset Position 220
Auto Scan 8 auto scan tracks,
Auot Cruising 8 cruising tracks
Environment Temperature Indoor: (0C~+50C) Outdoor: (-35C~+55C)
Enviroment Humidity 0~95%
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