}. 29.4mm - -{

e
ml :l2

I
1T

‘-‘J

a4 HV-6060

High Resolution High Technology

Color Super Mini

Hidden Camera

Specifition

Specifition

Model HV-6060

Image Device

1/4" Sharp CCD sensor

Scanning System

NTSC: 525 line PAL:625 lines

Effective Pixels

NTSC: 512(H) x 492(V); PAL:512(H) x 582(V)

Synchronizing System

Internal

Interlace

2:1 interlace

Horizontal Resolution

420 TV lines

Aperture Correction

H aperture V aperture

Video Output

Composite 1.0 Vp-p at 75 ohm

Signal to Noise

More than 48dB (AGC off)

Minimum Illlumination

0.05Lux(F2.0)AGC on

White-balance

Auto white balance (2500 'K~9500 k)

Electronic lIris

Setting ON

Auto Exposure(AE)

Auto electronic iris :1/50(1/60)-1/100.000

BLC

Active Histogram plus windows weight BLC

Gamma

1

Built-In Lens

Pinhole Lens 3.7mm. Fixed iris F2.0

Oprerating temperature

-10 'C- 50 'C , Humidity :90%RH

Storage temperature

-20°C - 70 °'C , Humidity : 70%RH

Power Consumption

21W

Power Supply DC+ 12V
Dimensions 29.4mm{L) X 22mm(D)
Weight 17.5¢g

www.azking.co.th




