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vhl-wew Dome Camera Series

High Resolution High Technology

HV-725D

Features

1/3” SONY next ship CCD Color
450 TV line 0.4 Lux/F2.0

Auto White Balance

Lens Fix 3.6 mm./(B) 4,6,8mm
Power DC 12V / 100mA

SPECIFICATION HV-725D

MODEL HV-1-725D
IMAGW SENSOR 1/3" SONY next ship CCD color
Total Pixels NTSC 537(H)x505(V) PAL 537(H) x592(V)
Effective Pixels NTSC 510(H)x492(V) PAL 500(H) x582(V)
Synchroizing system 2:1 Internal
Scanning system NTSC 525 line 30 frames / PAL 625 line 25 frames
Video Output 1.0Vp-p/75 Ohms composite
Electronic Shutter Auto Electronic Shutter
(1/60~1/100000 sec)NTSC,(1/50~1/100000 sec) PAL
Lens Standard:3.6mm Optionl:4.3mm,6mm,8mm,12mm...ect.
Horizontal Resolution 450 TV Lines
S/N Ration More than 48dB (AGC OFF)
Minimum lllumination 0.4 LUX/F2.0
Backlight Compensation Auto
Gain Control Auto
Power Supply DC 12v
Power Consumption 1.5W (Max)
Current 110mA+10% (DC12V)
Operating Temp -10°C~+50°C
Storage Temp -20°C~+70°C
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